
 

The test data, data evaluation, and equipment configuration contained in our test report(s) above was (were) 
obtained utilizing the test procedures, test instruments, test sites that has been accredited by the Authority of 
TAF according to the ISO-17025 quality assessment standard and technical standard(s). The test data 
contained in the referenced test report relate only to the EUT sample and item(s) tested. 
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VERIFICATION 

  

This is to certify that the product listed below was (were) tested in the BTL EMC Laboratory to 
comply with the criteria limits Class A of conducted and radiated emissions of the Technical 
Standards FCC Part 15, Subpart B, established by the FCC, USA. 

  

Equipment POWER SUPPLY 

Model Name YM-2601V, YM-2451V, YM-2601F, YM-2451L, YH-5601V, YH-5601Y, YH-5451V, 
YH-5451Y, YH-5601A, YH-5451A, YH-5601R, YH-5451R 

Brand Name N/A 

Applicant 3Y POWER TECHNOLOGY INC. 

Address 80 Bunsen Irvine, CA 92618, USA 

  

Standard(s) FCC Part 15, Subpart B 
ANSI C63.4-2014 
ICES-003 Issue 6: 2016 
CISPR 22: 2008 
CAN/CSA-CISPR 22-10 

  

Report(s) BTL-FCCE-1-1610006A 
 


